
• Bold figure for Tol% is standard          • All dimensions in mm

For High Currents
09 HCP, 09 HCP/T
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Inductance
L (µH)

fL

(kHz)
Tol.

± (%)
Part No

DCR
max
(Ω)

0.014
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0.024
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0.332
0.442
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0.564
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Rated DC
Current (A)

Isat typ
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IN max

SPQ : Packing Form
Radial

Loose / Box
200    [-50]

Core Material : Ferrite

Remarks: - Also available with shorter leads.
 - All 09HCP, 09HCP/T are specified for 150°C except the models with *,  
   which are specified for 125°C.

Revision date : 14 Sep 2020

* 09HCP-100M-50
* 09HCP-120M-50
* 09HCP-150M-50
* 09HCP-180M-50
* 09HCP-220M-50
* 09HCP-270M-50
* 09HCP-330M-50
* 09HCP-390M-50
* 09HCP-470M-50
* 09HCP-560M-50
* 09HCP-680M-50
 09HCP-820X-50
 09HCP-101X-50
 09HCP-121X-50
 09HCP-151X-50
 09HCP-181X-50
 09HCP-221X-50
 09HCP-271X-50
 09HCP-331X-50
 09HCP-391X-50
 09HCP-471X-50
 09HCP-561X-50
 09HCP-681X-50
 09HCP-821X-50
 09HCP-102X-50
 09HCP-122X-50

Dimension
a
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a max

10.8 max

12.0 min

Ø 12.3 max

7.0

Ø 0.80

11.5 max

Ø 0.80

Ø 12.7 max

7.0

12.0 min

a max
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