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CTRLB0712F
Series

From 10µH to 560µH

SPECIFICATIONS
Part numbers indicate available inductance tolerance: 

K = ±10%

					    L, (Q)	 DCR	 SRF	 IDC	
	 Part	 Inductance	 Q	 Test Freq.	 Max.	 Min.	 Max.	
	 Number	 (µH)	 Ref.	 (Hz)	 (W)	 (MHz)	 (mA)

CTRLB0712F-100K	 10	 20 	 1K, (2.520M)	 0.07	 16.0	 1100 
CTRLB0712F-120K	 12	 20 	 1K, (2.520M)	 0.08	 12.0	 1000 
CTRLB0712F-150K	 15	 20 	 1K, (2.520M)	 0.09	 10.0	 900 
CTRLB0712F-180K	 18	 20 	 1K, (2.520M)	 0.10	 10.0	 750 
CTRLB0712F-220K	 22	 20 	 1K, (2.520M)	 0.12	 9.0	 700 
CTRLB0712F-270K	 27	 20 	 1K, (2.520M)	 0.13	 8.0	 650 
CTRLB0712F-330K	 33	 20 	 1K, (2.520M)	 0.15	 7.0	 600 
CTRLB0712F-390K	 39	 20 	 1K, (2.520M)	 0.16	 6.0	 550 
CTRLB0712F-470K	 47	 20 	 1K, (2.520M)	 0.18	 6.0	 450 
CTRLB0712F-560K	 56	 20 	 1K, (2.520M)	 0.21	 5.0	 400 
CTRLB0712F-680K	 68	 20 	 1K, (2.520M)	 0.24	 5.0	 360 
CTRLB0712F-820K	 82	 20 	 1K, (2.520M)	 0.35	 5.0	 340 

CTRLB0712F-101K	 100	 20 	 1K, (0.796M)	 0.40	 4.0	 320 
CTRLB0712F-121K	 120	 20 	 1K, (0.796M)	 0.45	 4.0	 300 
CTRLB0712F-151K	 150	 20 	 1K, (0.796M)	 0.50	 3.5	 280 
CTRLB0712F-181K	 180	 20 	 1K, (0.796M)	 0.75	 3.0	 260 
CTRLB0712F-221K	 220	 20 	 1K, (0.796M)	 0.90	 3.0	 240 
CTRLB0712F-271K	 270	 20 	 1K, (0.796M)	 1.00	 2.5	 220 
CTRLB0712F-331K	 330	 20 	 1K, (0.796M)	 1.10	 2.5	 200 
CTRLB0712F-391K	 390	 20 	 1K, (0.796M)	 1.20	 2.0	 180 
CTRLB0712F-471K	 470	 20 	 1K, (0.796M)	 1.50	 2.0	 160 
CTRLB0712F-561K	 560	 20 	 1K, (0.796M)	 1.80	 2.0	 150 

Not Shown at Actual Size

CHARACTERISTICS PHYSICAL DIMENSIONS
Description:  Radial leaded fixed inductor.  
Applications:  Power supplies, DC/DC converters, Filters, RFI 
Suppression, etc.
Operating Temperature:  -40°C to +125°C
Saturation Current:  Based on the inductance change within 5% 
of initial value and temperature rise of initial value less than 30°C
within coil body.
Inductance Tolerance:  ±10%
Testing:  Inductance is tested on an HP4284A
Marking:  Parts are marked with inductance code.
Packaging:  Bulk
Miscellaneous:  RoHS Compliant.
Samples available. See website for ordering information.
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		 A	 B	 C	 D	 E	 F	
					     Typ.	
	 6.7±0.5	 10.0±1.0	 18.0±5.0	 25.0±5.0	 0.65	 3.0±0.5

	0.264±0.020	 0.394±0.039	 0.709±0.197	 0.984±0.197	 0.026	 0.118±0.020

Size

mm
inches


